U.S. DEPARTMENT OF LABO.. © B pproved 87
. " Occupational Safety and Heaith Administration /M ,?y6 j
0 -
MMERML SAFETY DATA SHEET®

Required under USDL Safety and Health Regulations for Ship Repairing,

. Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

AN 22 1982 - R

«-. SECTION I
MANUFACTURER'S NAME " EMERGENCY TELEPHONE NO.
Cadillac Plastic and Chemica] Co. 616/343-1341
AQGRE ber, Street. City, Stal od : 5
384 ﬁﬁai?, gia'myazéloe,mﬂ f\f gaeﬁ 49006 _
CHEMICAL NAME AND SYNONYMS ot - TRADE NAME AND SYNONYMS
o PS-18 Comp B
HEMICAL FAMILY . ' FORMULA
Brganic eroxide Mixture (CeHeCO) 500
' SECTION ll. - HAZARDOUS INGREDIENTS
PAINTS, PRESERVATIVES, & SOLVENTS % (Jki‘t’s) ALLOYS AND METALLIC COATINGS % V(B';Xs,
PIGMENTS N/A BASE METAL N/A
1 cAaTALYST ’ ALLOYS
VEHICLE METALLIC COATINGS
SOLVENTS o . : D3 CORTING OR CORE FLUX
ADDITIVES OTHERS
OTHERS
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % | oLy,
Benzoﬂ Peroxide o ,7' - 7 . - R 50 5 mq/m3
DiCyclo Hexyl Phthalate | - ' - | 50
SECTION i1 - PHYSICAL DATA
BOILING POINT (OF.) N/A SPECIFIC GRAVITY (H,0=1)
VAPOR PRESSURE (mm Ha.) N/A E*\Z/R\%EJMY:O(LZ,?TILE .
VAPOR DENSITY (AIR=1) | N/A fVAPORAT‘ION R'L,‘;I;E
.| soLUBILITY IN WATER Insol.
APPEARANCE AND ODOR White granules with slight odor,
. -SECTION IV - FIRE AND EXPLOSION HAZARD DATA -
FLASH POINT (Method used) _ “N/A FLAMMABLE LIMITS N/A Lel Uel |

EXTINGUISHING MEDIA o L e T ) -
e : i i

d

!

i

=
i

ifﬂﬂﬁLF?“z?ef”w§%£$?°$%%§ﬁ or COs. Large fires - evacuate area -and keep peroxide

wet and cool.

'MayUEHAﬁqn teﬁoé?Pégﬁfgh nat1on with stronq;pxidizinq or reducinq aqents, 1nc1ud1nq

AZARDS

olymerization accelerators.
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'SECT _NV - HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE .
“ e C 5 mg/m3 pure benzoyl.peroxide

EFFECTS OF OVEREXPOSURE

EMERGENCY AND FIRST AID PROCEDUR.ES - ’
In case of contact with skin, wash with soap and water. In case of contact with

eyes, wash with copious quantities of water and consult physician. If ingested,

induce vomiting and consult a physician'immediately.

- 1 "SECTION VI - REACTIVITY DATA

- N ITION T . - i
sgﬁz;gwbelow DneTARLE COND1-%52¥3'§SE?ks, open flame and direct
80 deg F STABLE 4X 0 sunlight.

INCOMPATABILITY. (Materials 10 avoid) . : !

HAZAE?BHS DETOI\-/IEOSITION P

eny oxi¢ and Flammable (2 ppm, 1 mg/m>)

. CONDITIONS TO AVOID
HAZARDOUS MAY OCCUR

POLYMERIZATION
WILL NOT OCCUR X

SECTION Vil - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN [N CASE MATERIAL 1S RELEASED OR SPILLED

Wash any skin areas contacted.

WASTﬁ DJSPOSAL METHOD
. S

ng a non-sparking shovel, deposit peroxide in_small shallow piles on_several

sheets of newspaper, Ignite with torch having six-foot handle and back away.

Do not burn more than one pound at a time.

SECTION VIII - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Specify ;yp'e)

VENTILATION 1_.OCAL EXHAUST . SPECIAL
MECHANICAL (General) OTHER
PROTECTIVE GLOVES EYE PROTECTION
Recommended

OTHER PROTECTIVE EQUIPMENT

SECTION IX - SPECIAL PRECAUTIONS

PGESAEB';ﬂ;?iﬁEfﬁgﬁg:Nﬁ3ﬁ€3ﬁ%§ﬁ¥#§%§%§”ﬁ%terials. Polyethylene, stainless steel,

teflon, or nylon are generally suitable. Do not use with materials susceptible to

OJHER PR é:f\%]TIONS

0 oxi on. - Do not have in work area, more material than may be used in one
production. shift. S e
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